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EXPLOSION PROOF

High E�ciency & Perfomance Reliability that Make the Di�erence

Type
Rated Rated Efficiency Power Rated Ist/In Tst/Tn Tmax/Tn Iner�a Weight
power speed factor torque Jm
(kW) (r/min) (220V) (380V) (440V)  (η%) (cosφ) (N.m) (�mes) (�mes) (�mes) (kgm2) Unload Load (kg)

YBX3 80M1-2 0.75 3420 3.1 1.8 1.5 77.5 0.83 2.1 0.001 34

YBX3 80M2-2 1.1 3420 4.2 2.4 2.1 82.8 0.84 3.1 0.0014 35

YBX3 90S-2 1.5 3444 5.6 3.2 2.8 84.1 0.84 4.2 0.0022 40

YBX3 90L-2 2.2 3456 7.9 4.6 3.9 85.6 0.85 6.1 0.0028 42

YBX3 100L-2 3 3480 10.4 6.0 5.2 86.7 0.87 8.2 0.004 68 70 59

YBX3 112M-2 4 3504 13.4 7.7 6.6 89.3 0.88 10.9 0.0071 69 71 68

YBX3 132S1-2 5.5 3516 18.2 10.5 9.0 90.1 0.88 14.9 0.012 87

YBX3 132S2-2 7.5 3516 24.6 14.2 12.2 90.9 0.88 20.4 0.015 93

YBX3 160M1-2 11 3540 35.7 20.7 17.7 91.9 0.88 29.7 0.052 136

YBX3 160M2-2 15 3540 47.8 27.7 23.7 92.5 0.89 40.5 0.061 144

YBX3 160L-2 18.5 3540 58.7 34.0 29.1 92.9 0.89 49.9 0.068 155

YBX3 180M-2 22 3552 68.8 39.8 34.1 93.3 0.9 59.1 2.3 0.101 81 83 241

YBX3 200L1-2 30 3564 93.2 53.9 46.2 93.9 0.9 80.4 0.17 275

YBX3 200L2-2 37 3564 114.5 66.3 56.8 94.2 0.9 99.1 0.204 300

YBX3 225M-2 45 3564 138.7 80.3 68.7 94.6 0.9 120.6 0.298 420

YBX3 250M-2 55 3564 169.0 97.8 83.7 94.9 0.9 147.4 0.374 81 83 477

YBX3 280S-2 75 3576 229.2 132.7 113.6 95.4 0.9 200.3 0.677 640

YBX3 280M-2 90 3576 271.8 157.3 134.7 95.5 0.91 240.4 0.795 697

YBX3 315S-2 110 3582 331.1 191.7 164.1 95.8 0.91 293.3 1.524 1074

YBX3 315M-2 132 3582 396.1 229.3 196.3 96.1 0.91 351.9 1.806 1213

YBX3 315L1-2 160 3582 480.2 278.0 237.9 96.1 0.91 426.6 1.975 1252

YBX3 315L2-2 200 3582 600.2 347.5 297.4 96.1 0.91 533.2 2.257 1321

YBX3 355S1-2 185 3588 555.2 321.4 275.1 96.1 0.91 492.4 2.317 1480

YBX3 355S2-2 200 3588 593.7 343.7 294.2 96.1 0.92 532.3 2.317 1480

YBX3 355M1-2 220 3588 653.0 378.1 323.6 96.1 0.92 585.6 2.67 1558

YBX3 355M2-2 250 3588 742.1 429.6 367.7 96.1 0.92 665.4 2.67 1558

YBX3 355L1-2 280 3588 831.1 481.2 411.8 96.1 0.92 745.3 3.141 1749

YBX3 355L2-2 315 3588 935.0 541.3 463.3 96.1 0.92 838.4 3.77 1888

YBX3 80M1-4 0.55 1704 2.4 1.4 1.2 80.7 0.75 3.1 0.0022 35

YBX3 80M2-4 0.75 1710 3.1 1.8 1.6 82.3 0.76 4.2 0.0026 36

YBX3 90S-4 1.1 1716 4.5 2.6 2.2 83.8 0.77 6.1 0.0035 39

YBX3 90L-4 1.5 1716 5.9 3.4 2.9 85.0 0.78 8.3 0.0044 41

YBX3 100L1-4 2.2 1728 8.2 4.8 4.1 86.4 0.81 12.2 0.011 58

YBX3 100L2-4 3 1728 11.0 6.4 5.4 87.4 0.82 16.6 0.014 63

YBX3 112M-4 4 1728 14.2 8.2 7.1 89.9 0.82 22.1 0.017 57 62 74

YBX3 132S-4 5.5 1752 19.2 11.1 9.5 90.7 0.83 30.0 0.034 93

YBX3 132M-4 7.5 1752 25.6 14.8 12.7 91.5 0.84 40.9 0.043 105

YBX3 160M-4 11 1764 37.3 21.6 18.5 92.2 0.84 59.6 0.101 72 141

YBX3 160L-4 15 1764 49.9 28.9 24.7 92.9 0.85 81.2 0.119 71 153

YBX3 180M-4 18.5 1764 61.2 35.4 30.3 93.3 0.85 100.2 0.165 235

YBX3 180L-4 22 1764 72.6 42.0 36.0 93.6 0.85 119.1 0.204 255

YBX3 200L-4 30 1776 97.2 56.3 48.2 94.2 0.86 161.3 0.316 71 75 285

YBX3 225S-4 37 1776 118.1 68.4 58.5 94.5 0.87 199.0 0.537 77 360

YBX3 225M-4 45 1776 143.2 82.9 71.0 94.8 0.87 242.0 0.664 76 390

YBX3 250M-4 55 1782 174.6 101.1 86.5 95.0 0.87 294.8 0.775 71 74 494

YBX3 280S-4 75 1782 236.9 137.2 117.4 95.5 0.87 401.9 1.544 718

YBX3 280M-4 90 1782 283.7 164.2 140.6 95.7 0.87 482.3 1.859 816

YBX3 315S-4 110 1788 341.4 197.6 169.1 96.1 0.88 587.5 3.282 1095

YBX3 315M-4 132 1788 409.6 237.2 203.0 96.1 0.88 705.0 3.705 1212

IEC / CENELEC / DIN Design

IEC High Efficiency Three Phase Explosion-proof Induction Motor

Housing = Cast of Iron

IP 54/55 - IC 411 - Insulation class F, temperature rise class B
IE2 efficiency class according to IEC 60034-30; 2008
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YBX3 315L1-4 160 1788 490.9 284.2 243.3 96.1 0.89 854.6 4.234 1279

YBX3 315L2-4 200 1788 613.7 355.3 304.1 96.1 0.89 1068.2 5.028 1378

YBX3 355S1-4 185 1788 567.7 328.6 281.3 96.1 0.89 988.1 4.98 1527

YBX3 355S2-4 200 1788 613.7 355.3 304.1 96.1 0.89 1068.2 5.346 1570

YBX3 355M1-4 220 1788 667.6 386.5 330.8 96.1 0.9 1175.1 6.005 1646

YBX3 355M2-4 250 1788 758.6 439.2 375.9 96.1 0.9 1335.3 6.518 1705

YBX3 355L1-4 280 1788 849.6 491.9 421.0 96.1 0.9 1495.5 7.323 1881

YBX3 355L2-4 315 1788 955.8 553.4 473.6 96.1 0.9 1682.5 8.202 1983

YBX3 80M1-6 0.37 1116 2.2 1.3 1.1 63.0 0.7 3.2 0.0023 33

YBX3 80M2-6 0.55 1116 2.7 1.5 1.3 75.4 0.72 4.7 0.0035 36

YBX3 90S-6 0.75 1122 3.5 2.0 1.7 77.7 0.72 6.4 0.0043 37

YBX3 90L-6 1.1 1122 4.9 2.9 2.5 79.9 0.73 9.4 0.0061 40

YBX3 100L-6 1.5 1128 6.4 3.7 3.2 81.5 0.75 12.7 0.01 53 60 57

YBX3 112M-6 2.2 1140 9.1 5.3 4.5 83.4 0.76 18.4 0.017 57 64 69

YBX3 132S-6 3 1152 11.9 6.9 5.9 86.9 0.76 24.9 0.033 83

YBX3 132M1-6 4 1152 15.7 9.1 7.8 87.9 0.76 33.2 0.042 91

YBX3 132M2-6 5.5 1152 21.0 12.2 10.4 89.1 0.77 45.6 0.053 99

YBX3 160M-6 7.5 1164 28.2 16.3 14.0 90.6 0.77 61.5 0.109 133

YBX3 160L-6 11 1164 40.5 23.4 20.1 91.4 0.78 90.2 0.15 154

YBX3 180L-6 15 1164 52.7 30.5 26.1 92.3 0.81 123.1 2.1 0.246 71 239

YBX3 200L1-6 18.5 1176 64.7 37.4 32.0 92.7 0.81 150.2 0.369 240

YBX3 200L2-6 22 1176 74.7 43.3 37.0 93.1 0.83 178.7 0.459 280

YBX3 225M-6 30 1176 100.1 58.0 49.6 93.6 0.84 243.6 0.686 360

YBX3 250M-6 37 1176 120.1 69.5 59.5 94.0 0.86 300.5 0.941 66 72 470

YBX3 280S-6 45 1182 145.5 84.2 72.1 94.4 0.86 363.6 1.67 655

YBX3 280M-6 55 1182 177.2 102.6 87.8 94.7 0.86 444.4 2.2 1.988 725

YBX3 315S-6 75 1188 240.9 139.5 119.4 95.0 0.86 602.9 3.798 1058

YBX3 315M-6 90 1188 288.5 167.0 142.9 95.2 0.86 723.5 4.501 1169

YBX3 315L1-6 110 1188 350.8 203.1 173.8 95.7 0.86 884.3 5.415 1257

YBX3 315L2-6 132 1188 416.1 240.9 206.2 95.7 0.87 1061.1 6.329 76.5 1341

YBX3 355S-6 160 1188 498.6 288.7 247.1 95.7 0.88 1286.2 11.64 1604

YBX3 355M1-6 185 1188 576.5 333.8 285.7 95.7 0.88 1487.2 12.513 1657

YBX3 355M2-6 200 1188 623.3 360.8 308.8 95.7 0.88 1607.7 13.386 1705

YBX3 355L1-6 220 1188 685.6 396.9 339.7 95.7 0.88 1768.5 15.132 1890

YBX3 355L2-6 250 1188 779.1 451.0 386.0 95.7 0.88 2009.7 16.878 1990

YBX3 80M1-8 0.18 780 1.5 0.86 0.74 52.0 0.61 2.2 0.0027 29

YBX3 80M2-8 0.25 780 2.0 1.1 0.97 55.0 0.61 3.1 0.0032 30

YBX3 90S-8 0.37 804 2.5 1.4 1.2 63.0 0.62 4.4 0.0043 41

YBX3 90L-8 0.55 804 3.6 2.1 1.8 64.0 0.63 6.5 0.0055 44

YBX3 100L1-8 0.75 828 4.1 2.4 2.0 71.0 0.68 8.7 0.0067 51

YBX3 100L2-8 1.1 828 5.7 3.3 2.8 73.0 0.69 12.7 0.0093 54

YBX3 112M-8 1.5 828 7.6 4.4 3.8 75.0 0.69 17.3 0.0143 53 61 62

YBX3 132S-8 2.2 852 10.0 5.8 5.0 79.0 0.73 24.7 0.032 89

YBX3 132M-8 3 852 13.3 7.7 6.6 81.0 0.73 33.6 0.055 95

YBX3 160M1-8 4 864 17.8 10.3 8.8 81.0 0.73 44.2 0.067 120

YBX3 160M2-8 5.5 864 23.2 13.4 11.5 83.0 0.75 60.8 0.094 132

YBX3 160L-8 7.5 876 30.5 17.6 15.1 85.0 0.76 81.8 0.134 155

YBX3 180L-8 11 876 43.7 25.3 21.6 87.0 0.76 119.9 0.258 62 70 221

YBX3 200L-8 15 876 58.2 33.7 28.8 89.0 0.76 163.5 0.41 280

YBX3 225S-8 18.5 888 69.2 40.0 34.3 90.0 0.78 199.0 0.62 330

YBX3 225M-8 22 888 81.8 47.4 40.5 90.5 0.78 236.6 0.67 350

YBX3 250M-8 30 888 109.5 63.4 54.3 91.0 0.79 322.6 1.9 1.12 472

YBX3 280S-8 37 888 134.3 77.8 66.6 91.5 0.79 397.9 1.3 73 580

YBX3 280M-8 45 888 162.5 94.1 80.5 92.0 0.79 484.0 1.6 72 630

YBX3 315S-8 55 888 192.0 111.2 95.1 92.8 0.81 591.5 4.85 884

YBX3 315M-8 75 888 259.9 150.5 128.8 93.5 0.81 806.6 6 1000

YBX3 315L1-8 90 888 307.1 177.8 152.2 93.8 0.82 967.9 6.9 1100

YBX3 315L2-8 110 888 374.5 216.8 185.6 94.0 0.82 1183.0 7.8 1250
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YBX3 355S-8 132 894 448.5 259.6 222.2 94.2 0.82 1410.1 11.8 1850

YBX3 355M-8 160 894 543.6 314.7 269.4 94.2 0.82 1709.2 11.8 1950

YBX3 355L1-8 185 894 628.5 363.9 311.4 94.2 0.82 1976.2 14.8 2055

YBX3 355L2-8 200 894 669.2 387.4 331.6 94.5 0.83 2136.5 17.4 2209

YBX3 315S-10 45 708 172.1 99.6 85.3 91.5 0.75 607 4.9 850

YBX3 315M-10 55 708 209.2 121.1 103.7 92.0 0.75 742 5.6 950

YBX3 315L1-10 75 708 280.0 162.1 138.7 92.5 0.76 1012 7 1223

YBX3 315L2-10 90 708 329.8 191.0 163.4 93.0 0.77 1214 7.8 1280

YBX3 355S-10 90 714 329.8 191.0 163.4 93.0 0.77 1204 10 1730

YBX3 355M1-10 110 714 397.1 229.9 196.8 93.2 0.78 1471 11.2 95 1800

YBX3 355M2-10 132 714 475.0 275.0 235.4 93.5 0.78 1766 12.4 1870

YBX3 355L1-10 160 714 575.8 333.3 285.3 93.5 0.78 2140 16.2 2148

YBX3 355L2-10 185 714 665.7 385.4 329.9 93.5 0.78 2474 17.4 2250

6.5

2

70 77

2
1.8

5.5 1.3 88
94

78 83

Synchronous Speed720 r/min = 10-Poles (60Hz)
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